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PROPOSED TYPICAL SECTION
MIDLOTHIAN ROAD

STA 82+32.00 TO 87+58.65
NOT TO SCALE

50" & VAR.

PROPOSED TYPICAL SECTION
MIDLOTHIAN _ROAD

STA T78+22.00 TO 82+32.00
NOT TO SCALE

XISTING R.OM.
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CURB & GUTTER / SHOULDER DETAIL

15

TYPICAL SECTIONS

F.AUT . TOTAL ; SHEET
IRTE, +  SECTION COLNTY  |SHEETS! ~NE
Tois oz-oormo-os-c| ke | 66 | 6

FED. ROAD DIST. NO. 5 1\LLINO]S ;| PROJECT CMM-8003(207)

" CONTRACT NO. 83837
MIX REQUIREMENT CHART
AC MAX
CODE ITEM TYPE VOIDS RAP %
X4066426 BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "D", N70 PG 64-22 4%@70 GYR. 10%
X4066616 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-18.0, N70 PG 64-22 4%@70 GYR. 15% "
X4086770 LEVELING BINDER (MACHINE METHOD), SUPERPAVE N70 PG84-22 4%@70 GYR. 10%
44201761 CLASS D PATCHES, TYPE 1, 10 INCH
44201785 CLASS D PATCHES, TYPE Ii, 10 iNCH
PG-64-22 4%70 GYR. 15%
44201768 CLASS D PATCHES, TYPE ill, 10 INCH
“SLOPES AWAY FROM ROAD IN FILL SECTIONS | 44201771 | GLASS D PATCHES, TYPE IV, 10 INCH
SLOPES TOWARD ROAD IN CUT SECTIONS
w» ELEVATIONS SHOWN ON THE CROSS SECTIONS
REPRESENT THE EDGE OF CURB FLAG AND THE UNIT WEIGHT USED TO CALCULATE ALL SURFACE MIXTURES IS 112 POUNDS/SQUARE YARD/INCH.
TOP OF CURB. THE EDGE OF PAVEMENT
WILL BE /4" HIGHER.
PROPOSED TYPICAL SECTION LEGEND
I /2 BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "D, N70
> & L 5
2 /4" BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, il.~19.0, NT0  INIMUM T =

2 1/ ITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N70

5%, BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N70
(@ LIFTS: 3%, 2%"

¥4 LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70

AREA REFLECTIVE CRACK CONTROL TREATMENT
(TG BE PLACED ON LEVELING BINDER)

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

6" AGGREGATE BASE COURSE, TYPE A (SPECIAL)

12" AGGREGATE SUBGRADE

6" AGGREGATE SHOULDER, TYPE A

GEQF&CHNICAL FABRIC FOR GROUND STABILIZATION

4" PIPE UNDERDRAIN

TOPSOIL AND $ODDING

SAWCUT

127 REMOVAL AND REPLACEMENT OF UNSUITABLE MATERIAL TO BE PAID

FOR AS EARTH EXCAVATION, SPECIAL AND POROUS GRANULAR EMBANKMENT,
SPECIAL WHERE SHOWN ON THE CROSS SECTIGNS OR AS DETERMINED BY THE ENGINEER.

TOPSOIL AND SEEDING
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BITUMINOUS CONCRETE SURFACE COURSE, N

SUPERPAVE, MIX 'D*, N70, V2"

BITUMINOUS CONCRETE BINDER COURSE,

SUPERPAVE, IL-19.0, 2V/4"

PROPCSED R.OW.

PROPOSED TYPICAL SECTION
MIDLOTHIAN ROAD

STA 96+00.00 TO 100+20.00

NOT TO SCALE

(©)  AGGREGATE BASE COURSE, TYPE A (SPECIAL), 6"
()  TOPSOIL FURNSH AND PLACE, 4
SEEDING, CLASS 2A SCALE T = 2
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EXISTING R.0.W.




